ITEM W14

PVC PIPE

1.0 DESCRIPTION. The Contractor shall furnish polyvinyl chloride (PVC) pipe in accordance
with these material specifications.

2.0 SUBMITTALS. The contractor shall submit the following information:

A. Reference Standards. Latest revisions:

1.

ISRl

ASTM D1248.
ASTM D1784.
ASTM D3139.
ASTM F477.

AWWA C900.
NSF/ANSI 61.

B. Shop Drawings.

1.

2.

SCMSD

All shop drawings submitted electronically for review and approval shall be
returned within two weeks either approved or marked up for further design.
After examination of such drawings by the Engineer and the return thereof, the
Contractor shall make such correction to the shop drawings as have been indicated
and shall furnish the Engineer with electronic corrections.
Shop drawings shall be complete in details and indicate all materials as specified
herein, including:
Pipe size.
Dimensionality.
Pressure Class per applicable standard.
Color.
Recommended minimum bending radius.
Recommended maximum safe pull force.
Manufacturer's catalog or general web-site information will not be sufficient to
fulfill shop-drawing requirements.
Post-construction submittals, “as-recorded” data:
a. Approved datalogger device reports.
b. Fusion joint documentation containing the following:
i.  Pipe size and thickness.

ii.  Machine size.

iii.  Fusion technician identification.

iv.  Job identification.

v.  Fusion joint number.

vi.  Fusion, heating, and drag pressure settings.
vii.  Heat plate temperature.
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viii.  Time stamp.
ix.  Heating and cool down time of fusion.
X.  Ambient temperature.

C. Calculations. This section is not applicable.

D. Certifications.
1. Certification of Compliance for fusible PVC:

a. Obtained from the pipe manufacturer, stating that all fusible PVC pipe and
associated fittings have been manufactured and tested in accordance with these
specifications and the current standards.

b. Submit results of factory testing and inspection regardless of whether or not
they were witnessed by the Engineer.

2. Certificates of Qualification for fusible PVC:

a. Certification from pipe and/or the fusion machine manufacturer that
Contractor is qualified to join, lay, and handle pipe.

b. Certificates of qualification for persons to be fusing PVC pipe to verify that
persons fusing PVC pipe shall be certified under 49 CFR and have a minimum of
2 years of experience with fusing PVC pipe of eight (8) inches or larger
diameter.

c. Experience and training record of persons to be fusing PVC pipe.

d. Submit written certification from the fusible PVC pipe manufacturer and/or
fusion machine manufacturer from a test-based certification program that the
fusion technician has received training in the proper use of the fusion
equipment and pipe/fusion machine manufacturer’s recommended fusion
procedures.

e. Written certification shall be submitted for each technician working on the
project.

i. Technicians shall not be permitted to work on the project until proper
certification is received.

f. Training or requalification shall have been obtained within 12 months prior to
beginning work on the project.

g. The Contractor shall perform trial fusion welds and submit samples to the
SCMSD for review prior to installation of the pipe.

i. Full penetration welds shall provide homogenous material across the
cross section of the weld.

ii. The fusion machine employed for the trial welds shall be the same
machine to be utilized for the installation work.

3.0 MATERIALS. Only materials approved by the Stark County Metropolitan Sewer District
may be used for this project.
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A. PVCPipe - General.

1. All PVC piping shall be made from PVC compound conforming to cell classification
12454 per ASTM D1784.

2. All PVC pipe 12” and less (nominal diameter) shall conform to AWWA C900,
dimension ratio (DR) 18 Pressure Class 235 psi, with the ends being designed for
one of the joint types as specified herein.

3. Testing and inspection of pipe supplied under this specification shall be as set forth
in AWWA C900.

4. Pipe shall be marked as follows:

Nominal pipe size.

PVC.

Dimension Ratio, Standard Dimension Ratio, or Schedule.

AWWA pressure class.

AWWA standard designation number.

NSF-61 mark verifying suitability for potable water service.

Extrusion production-record code.

Trademark or trade name.

Cell Classification 12454 and/or PVC material code 1120 may also be included.
5. Plpe shall be manufactured with 100% virgin resin.

a. Pipe shall also have no recycled plastics content.

b. Pipe shall not consist of any rework compound, even that obtained from the
manufacturer’s own production using the same formulation.

6. Pipe shall be homogeneous throughout and be free of visible cracks, holes, foreign

material, blisters, or other visible deleterious faults.

PVC pipe shall be blue in color for potable water use.

PVC Pipe shall meet the requirements of NSF/ANSI 61.

9. The Sanitary Engineer, at his option, may send his inspector to observe the
manufacture and testing of materials supplied for this specification and, as such,
the manufacturer shall give ample notice of a production run.
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B. PVC Pipe (for Open-Cut Installation).
1. PVC pipe shall be integral bell and spigot joints, designed to meet the zero leakage
test requirements of ASTM D3139.
a. The male end shall be beveled to facilitate joint assembly.
b. The female end shall utilize a rubber gasket per ASTM F477.
2. PVC pipe shall be manufactured in a standard 20’ nominal lengths.

C. Fusible PVC Pipe (for either HDD or Open-Cut Installation).
1. Fusible PVC pipe shall be Fusible C-900® by Underground Solutions or approved
equal.
2. Fusible PVC pipe shall be extruded with plain ends.
a. The ends shall be square to the pipe and free of any bevel or chamfer.
b. There shall be no bell or gasket of any kind incorporated into the pipe.
c. Fusible PVC pipe lengths shall be assembled in the field with butt-fused joints.
3. Fusible PVC pipe shall be manufactured in a standard 45’ nominal lengths.
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D. Tracer Wire.

1.
2.

3.
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Shall be Snakebite by Copperhead Industries, LLC or approved equal.
Provide for installation of two (2) direct drilling/bore tracer wires.
a. One (1) primary and one (1) duplicate/secondary.
Tracer wire shall be direct burial #12 AWG Solid (0.0808” diameter) hard drawn
solid extra-high-strength copper clad steel core conductor horizontal drill tracer
wire with a 30-volt rating and minimum 30 mil HDPE insulation jacket thickness
complying with ASTM D1248 as manufactured by Copperhead or approved equal.
THHN wire shall not be approved for tracer wire.
Tracer wire shall have 21% conductivity and an average wire tensile break load of
1150 Ib. minimum.
Tracer wire color shall be blue for potable water installation.
Tracer wire shall be a single continuous wire from access point to access point
except where approved for spliced in repairs or replacement connections.
All engineering approved spliced in connections or replacement connections shall
be made with moisture displacement connectors by same manufacturer.
Tracer wire accessories shall include:
a. Access Points at every termination of the wire, each access point shall include:
i. Two terminal light duty switchable lid (ground switch) attached to a
companion base.
ii. Locking cover.
iii. Encapsulated magnet to facilitate detection.
iv. Lid color shall be blue.
v. Both lid and base shall be non-corrosive.
vi. Ground switch when “off” may be used to ground locater transmitter.
vii. Set screws shall be used to secure all wire and anti-corrosion gel shall be
supplied to protect all electrical connections.
b. Grounding rods in the quantity and locations as determined by the tracer wire
manufacturer.
i. Grounding rod shall be capped with a non-corrosive material and include at
least 20 feet of approved tracer wire for grounding.
ii. A connector shall be supplied for splicing, filled with a non-hardening,
dielectric, moisture displacing silicon for corrosion protection.
c. Waterproof connectors as necessary to prevent cutting the main tracer wire.
d. Accessory products shall be supplied by the same manufacturer as the tracer
wire.

E. Polyethylene Tape Marker.

1.
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The contractor shall furnish 3” wide printed polyethylene blue “WATER” tape
where open-cut installation is utilized.
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4.0 EXECUTION.

A. Pipe Installation. Refer to [tem W34 - Water Line Construction.

B. Fusion Process - Fusible PVC.

1.

Fusible PVC pipe will be handled in a safe and non-destructive manner before,
during, and after the fusion process and in accordance with this specification and
pipe supplier’s recommendations.

Fusible PVC pipe will be fused by qualified fusion technicians, as documented by
the pipe supplier.

a. Training records for qualified fusion technicians shall be available to the

Engineer upon request.

Each joint fusion shall be recorded and logged by an electronic monitoring device

(data logger) affixed to the fusion machine.

a. Joint data shall be submitted as part of the “as-recorded” information, in
accordance with this specification.

The fusible PVC pipe will be installed in a manner so as not to exceed the

recommended bending radius.

Where fusible PVC pipe is installed by pulling in tension, the recommended Safe

Pulling Force, according to the pipe supplier, will not be exceeded.

Only appropriately sized and outfitted fusion machines that have been approved by

the pipe supplier shall be used for the fusion process.

a. Fusion machines must incorporate the following properties, including the
following elements:

i. Heat plates shall be in good condition with no deep gouges or scratches
within the pipe circle being fused.

ii. Plates shall be clean and free of any contamination. Heater controls shall
properly function, and cord and plug shall be in good condition.

iii. The appropriately sized heat plate shall be capable of maintaining a uniform
and consistent heat profile and temperature for the size of pipe being fused,
per the pipe supplier’s recommendations

iv. Carriage shall travel smoothly with no binding at less than 50 psi.

v. Jaws shall be in good condition with proper inserts for the pipe size being
fused.

vi. Insert pins shall be installed with no interference to carriage travel

vii. Overview of machine body shall yield no obvious defects, missing parts, or
potential safety issues during fusion.

C. Data Logger.

1.

w
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The current version of the pipe supplier’s recommended and compatible software
shall be used.

Protective case shall be utilized for the hand-held wireless portion of the unit.
Datalogger operations and maintenance manual shall always be with the unit.

If fusing for extended periods of time, an independent 110V power source shall be
available to extend battery life.
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D. Other Equipment.
1. Other equipment specifically required for the fusion process shall include the
following:

a.
b.

Pipe rollers shall be used for support of pipe to either side of the machine.

A weather protection canopy that allows full machine motion of the heat plate,
fusion assembly and carriage shall be provided for fusion in inclement and /or
windy weather.

Fusion machine operations and maintenance manual shall always be kept with
the fusion machine.

Facing blades specifically designed for cutting fusible PVC pipe.

The heater plate shall be equipped with suitable means to measure the
temperature of plate surfaces and to assure uniform heating such as
thermometers or pyrometers.

External and Internal Bead removers shall be McElroy Manufacturing, Inc. or
equal.

E. Joint Recording.

Each fusion joint shall be recorded and logged by an electronic monitoring device
(data logger) connected to the fusion machine.

The fusion data logging and joint report shall be generated by software developed
specifically for the fusion of fusible PVC pipe.

The software shall include fusible PVC pipe based dimensional data and fusible
PVC pipe based interfacial pressure relationships.

Data not logged by the data logger shall be logged manually and be included in the
Fusion Technician’s joint report.

1.

2.

3.

4,

5.0 ELECTRICAL. This section is not applicable.

6.0 QUALITY ASSURANCE. The items covered under this section of the Specification is
intended to be the materials as described above. All material used on this project shall be new
and unused unless otherwise specified and all workmanship shall be of the best quality.

A. Testing. This section is not applicable.

B. Observation. This section is not applicable.

C. Warranty.
1. Refer to ltem W34 - Water Line Construction, for warranty requirements.

7.0 MEASUREMENT. This section is not applicable.
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PVC Pipe

P-[XXX] [PROJ NAME] W14.6 Rev 3/22/2023



8.0 PAYMENT. The unit price stipulated in Item W14 shall include the items specified herein.

Item Unit Description
W14 LF __” Diameter PVC Water Main
END OF SECTION
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